AIP BOOK 1 AD 2.1 UWSS-39
RUSSIA 09 JAN 14
AERODROME GROUND MOVEMENT ZEMLYA  118.800 SARATOV, RUSSIA
TOWER .
‘ PZ - 90.02 coordinates
+10°
\\ \\
S \)
N 6N
Not to scale
APRON: ACFT types: STANDS:
Surface:  Asphalt-Concrete Yak-42 1,2,9, 12, 13, 36-43
Strength: Yak-40 1, 2, 15-19
Stands: 1, 2,9, 12-14, 36-44 - PCN 25/F/C/Y /T An-24 1, 2, 4-7, 39-44
4-8, 15-19 -PCN 21/F/C/Y /T An-26, An-30, An-72 39-44
. An-12 44
TAXIWAYS: Mi-8 HEL 1,28, 41-43
A2 - 16m - segment from apron to TWY A3 M!'Z HEL 1,2
- 21m - segment from TWY A3 to the paved RWY Mi-26 HEL TWY A3
A3 - 16m - segment 180m long from the apron FPr?I'g“A"(‘:anl?tACFT ?f
- 21m - 4 I f TWY A2 similar ypes, for
m - segment 460m long from which stands 1, 2 are AVBL 1, 2
Surface:  Asphalt-Concrete all TWY
Strength: A1 -PCN 18/F/C/Y /T
A2, A3 -PCN16/F/C/Y/T STAND | LATITUDE | LONGITUDE
WARNING: NR (N) (E)
1. Taxiing of An-12, Yak-42 ACFT of class two via TWY A1, A2, A3
is under reduced power strictly along the centre line, 1 5133 31.15 046 02 06.45
An-12 on inner engines. . . 5133 32.07 046 02 05.24
2. Enter{ng of Yak-42 ACFT. into stands 9, ?2, 13 is py towing. 2 5133 31.07 046 02 03.35
3. Entering of An-24 ACFT into stands 4-7 is by towing. 51 33 30.14 046 02 04.56
4. Stand 44 is AVBL as a quarantine stand. 36 51 33 34.86 046 02 08.83
5. A pad for engines run-up is located between stands 9 51 33 35.34 046 02 07.16
and 12 and is AVBL only when these stands are vacant. 37 5133 36.67 046 02 08.15
6. The segment of TWY A3 on heading 024° TRUE is AVBL for Mi-26 ’ ’
o . 5133 36.17 046 02 09.82
HEL, providing that TWY A3 is closed.
7. Only the last turn pads at RWY THR 12 and 30 are AVBL for 38 5133 37.43 046 02 10.78
back-tracking on RWY 12/30. RWY lights are installed on other 5133 37.93 046 02 09.09
turn pads. 39 5133 39.19 046 02 10.03
40 51 33 40.45 046 02 11.00
41 5133 41.71 046 02 11.95
42 5133 42.97 046 02 12.91
43 5133 44.21 046 02 13.84
44 51 33 45.50 046 02 14.81
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