CHANGE: COORD, COM

AlIP BOOK 1 AD 2.1 UWUU-T1
RUSSIA 12 DEC 13
STANDARD DEPARTURE CHART [TRANSTTION UFA, RUS%IFQ
INSTRUMENT (SID) - ICAO HEIGHT: _ (900)
RWY 14R
+13° 55-20 55-30 55-40 55-50 56-00 56-10 PZ - 90.02 coordinates
PEMUL L4
N
DR 1A, DR 1B, 1T 1, .
[ ]
KT 1, LU 1, PK1
- 55-00 55-00
203 4 997
.254
166. MNM SECT HGT
46km from ARP
. 236
UWR736
E A -
GND
R309° D44.6 . 246
- 54-50 54 51 13N 055 27 24E 54-50
MITKO
LOM RO40>-D71.4
527 PT 54 45 49N,056 23 55E
—— = 5298 FEO70 or above
54 36 02N 055 49 22E A
>'a325
3?8
%317
. 237
L 54-40 UFA 54-40 -
112.3 RG | A
.226
54 32 23N 055 53 12E
196 AGLOT
R059° D41.0
\» \ 5439 13N 056 29 24E
]65%‘ FLO8O or above
NEKAR \5
RZ54° D59.5 oy,
5430 21N 054 58 11E
R075° D15.5
FL070 or above 54 32 41N 056 07 34E
- 54-30 o FLO60 or below 206 54-30
65 S
54 28 36N 055 56 33E
271 (500) or above
© The start of turn after take-off
shall be at (300) or above for
LU 1, PK 1 departures in the day-time.
204 251
[ ] [ ]
- 54-20 54-20
233
[ ]
$317
. 262
o277
A 287
SCALE 1: 500 000 ° R173° D38.0 o
km5 0 5 10 15km 54 12 01N 055 49 54E
Ll L L ! FL070 or above
55-20 55-30 55-40 55-50 56-00 56-10 56-20 56-30
START 120.900 WARNING
KRUG 120.900 Take-off should be carried out according to noise
APPROACH 126.000 abatement procedures and flight to be conducted

BEARINGS AND TRACKS ARE MAGNETIC
DISTANCES ARE IN KILOMETRES

ALTITUDES, HEIGHTS AND ELEVATIONS ARE IN METRES

in accordance with ACFT performance requirements.
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