CHANGE: CS

AIP AD 2.1 UWKE-39

RUSSIA AND CIS 30 MAY 13
AERODROME GROUND MOVEMENT TOWER 121.200 BEGISHEVO, RUSSIA
APRON 118.000
AND AIRCRAFT PARKING CHART - ICAO 118.000 BEGISHEVO
PZ - 90.02 coordinates o
+13°

HANGAR

‘NGAR

REPAIR BASE

%
TERMINAL
Not to scale
APRON: ACFT types: STANDS:
Surface: Asphalt-Concrete Tu-154, An-148-100, RRJ-95B 1-10
Strength, stands: 6-13, 21-23 - PCN 47/R/C/X/T Tu-204, Tu-214 6-10
1-5, 14-20, 24, 25 - PCN 19/R/B/X/T I1-76 9
TAXIWAYS: 1-18, An-12 1-10
Width: A C -21m Tu-134, Yak-42 1-10
B - 22m An-24, An-26, Yak-40 11-25
Surface:  A-C - Asphalt-Concrete é&g%bé&%ﬁéﬁ%wo’ CRJ-200, 1-25
Strength: A -PCN 19/R/B/X/T B737-400, B737-500, B737-800 6-10
B -PCN 44/R/C/X/T B757-200 6-10
C - PCN 41/R/C/X/T A-319, A-320, A-321 6-10

STAND| LATITUDE | LONGITUDE |[STAND| LATITUDE | LONGITUDE
NR (N) (E) NR (N) (E)

5533 46.95 | 052 05 43.99 6 55 33 53.39 | 052 05 56.25
5533 48.23 | 052 05 46.43 7 5533 54.70 | 052 05 58.77
55 33 49.66 | 052 05 49.15 8 55 33 55.80 | 052 06 00.82
5533 50.75 | 052 05 51.21 9 5533 57.22 | 052 06 03.51
5533 52.07 | 052 05 53.73 10 5533 58.66 | 052 06 06.23

WARNING:

1. Stand 26 is available for engines run-up.

2. Stand 1 is available for ACFT placed in quarantine.

3. Total width of TWY - A, B, C and their two strengthened
shoulders is less than normative for ACFT of index 5 and 6.
Taxiing of 1I-76, 1I-18, An-12 ACFT type via TWY is under
inner engines power.
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